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N5206 Visual Labeling Machine
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Product Features

eThe label feeder can
automatically peel off the label
onto the anti sticking board
eFour axis robotic arm
automatically picks up labels

e Automatically calculate
coordinate information with an
accuracy of + 0.05mm
eUtilization rate > 95%
eQualification rate = 99.5%
eProcess scrap rate < 1%

Equipment model N5206
Labeling method
Applicable labels

Label diameter
Printing resolution
Paste label itinerary
Labeling accuracy
Dimensions

Whole machine weight

Power supply

+1Tmm

350kg

Product Introduction

The N5206 visual labeling machine is an
advanced labeling device that uses a
machine vision system to identify and
locate the labeled object, and then uses a
robotic arm or suction cup to attach the
label to the designated position. Playing
an important role on the production line
can help enterprises improve production
efficiency, reduce costs, and enhance
product quality. M
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Real time printing of labels

Height 20-180mm/width 22-104mm
Maximum 200mm (76mm core)
203/305/609Dpi (optional)
300/400mm (customizable)

Length 700mm/Width 1300mm/Height 17700mm

AC100-240V-5A, 50-60Hz
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N5206 Visual Labeling Machine

Printing resolution

The fastest printing speed

Maximum print width
Label specifications

Carbon ribbon specifications

Barcode system
Data interface

Control Panel
Pneumatic components

Alarm mechanism

Labeling arm

Labeling method
Labeling speed

Paste label itinerary
Labeling accuracy
Pressure requirements
Labeling labels

Data interface

203/305/609Dpi
14ips
104mm

Height 20-180mm/width 22-104mm(including
waste paper)

Maximum length of 600m; 450m (carbon ribbon
width of 39.5mm)

Maximum carbon ribbon diameter: 90mm
Carbon ribbon width: 39.5mm-128mm

1D/2D

RS-232C. IEEE1284, LAN. USB (A/B) . EXT,
WLAN (Optional)

Touch screen

Cylinder, sensor, solenoid valve, negative pressure
gauge, air source processor

Abnormal display, signal output, alarm light

Pneumatic labeling arm

Pressure labeling

3 seconds/piece

Customizable

+1mm

Standard air pressure: 0.5-0.6MPa
Customized labels

RS-232C. IEEE1284, LAN. USB (A/B) . EXT,
WLAN (Optional)
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Equipment size and display diagram

|
1 ! Overall dimensions :
~’ Length : 700mm
Width : 1300mm
1300 Height : 1700mm
Weight : 350kg
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Dongguan Aitgm Technology Co., Ltd

Address: 2nd Floor, Building 2, Zhaoxuan Cultural Park,
No. 10 Yizhan Road, Nancheng Street, Dongguan City

Phone: 0769-39020299
Website : www.zmdaiac.com
www.gmbarcode.cn

www.gmaidc.com
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