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Dongguan AITGM Technology Co., Ltd

Automatic Recognition Solution

EFFICIENT PROFESSIONAL INTELLIGENCE

Printing and Labeling Machine Manufacturer

INNOVATE



Product Introduction
N1206BP swing arm printing and 
labeling machine accurately adheres 
labels to designated positions on 
products through the flexible 
movement of the swing arm. It has 
broad application prospects in 
multiple industries.
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Machine parameters

Model N1206BP

Working Mode Printing+Labeling

Applicable Labels Height 20-180mm
width 22-104mm

Label Storage Space Maximum 180mm (76mm core)

Printing Resolution 203/305/609Dpi（optional）

Labeling Distance 400mm（customizable）

Accuracy ±1mm

Machine Size L 1001.6mm*W 353.3mm*H 330mm

Machine Weight 30kg

Power AC100-240V-5A，50-60Hz

Application Scenarios Furniture, Electronics, Warehousing, Packaging, Food, 
Tobacco, Logistics, Automotive assembly, Electricity, Clothing

Product Features
●Print and paste 
immediately
●The labeling position is 
precise, and the static 
positioning accuracy can 
reach ± 1mm
●Visual operation and 
alarm display
●Strong compatibility and 
easy installation

Control Module
Pneumatic Module

Mechanical arm

Automatic swing arm labeling machine
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Control+Pneumatic Execution Module

Touch screen(Panasonic) LCD touch screen display

Controller(Panasonic) PLC, I/O signal board

Pneumatic components
(Airtac/SMC)

Cylinder, Sensor, Solenoid valve, Negative pressure gauge 
(Optional), Air source processor, Vacuum Generator

Signal Module 14PIN Signal output

Labeling section

Label arm Pneumatic swing arm

Label method Contact type

Label speed 5 S/pcs

Pressure requirements Standard air pressure: 0.5-0.6MPa

Printer Parameters

Print Resolution 203/305/609Dpi

Print Method Thermal transfer/ Direct thermal

Print Speed 203dpi：355mm/s（14ips）
305dpi：355mm/s（14ips）
609dpi：152mm/s（6ips）

Print Width(Max) 104mm

Ribbon Specifications Maximum length of 600m; 450m (carbon ribbon width of 3
9.5mm)
Maximum carbon ribbon diameter: 90mm
Carbon ribbon width: 39.5mm-128mm

Barcode Type 1D/2D

Interfaces Standard configuration: USB 2.0 host interface/USB 2.0 
device interface/Ethernet interface/RS-232
Optional: Wireless WiFi module
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Equipment size and display diagram

Machine size ：
Length: 1001.6mm
Width: 353.3mm
Height: 330mm
Weight: 30kg

Front view

Left view

Right view
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Dongguan AITGM Technology Co., Ltd
Address: 2nd Floor, Building 2, Zhaoxuan Cultural Park, 
No. 10 Yizhan Road, Nancheng Street, Dongguan City
Phone: 0769-39020299
Email: info@gmbarcode.cn www.zmdaiac.com

www.gmbarcode.cn
www.gmaidc.com

http://www.zmdaiac.com/
http://www.gmbarcode.cn/
http://www.gmaidc.com/

